
Plastic heat exchanger REP+ / RED+
The REP+ series is the plastic version of the REK+ aluminium counterflow heat exchangers.  

Thanks to their identical dimensions, aluminium and plastic heat exchangers  
can be easily interchanged without any additional modifications to the recovery unit.  

This series provides an excellent price/ quality ratio.
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THE PERFECT SOLUTION FOR A PASSIVE HOUSE

Eurovent, RLT etc.
100% of production is leak-tested
Optimized heat efficiency/pressure drop ratio
Ultrasonically welded plates
Made of HPS without silicon
Optional bypass installation
Low weight
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REP+27-152-H-F-32 / REP+27-152-H-T-32
Key to coding for REC+ range

REP+27-152-H-F-32
H = High impact polystyrene (HPS)

REP+27-152-H-F-32
F = flat exchanger without „T“ profile

REP+27-152-H-T-32
T = exchanger with „T“ profile

Type
Dimension [mm] Model case with EN 308:2022

A B C Plate 
distance Lenght Air  

velocity
Air 

volume
Pressure 

drop Efficiency

REP+17 397 172 100 - 600 3,0 300 mm 1,7 m / s 200 m3/h 135 Pa 79 %

REP+23 455 230 100 - 600 3,0 300 mm 1,7 m / s 260 m3/h 132 Pa 81 %

REP+27 496 271 100 - 600 3,2 300 mm 1,7 m / s 310 m3/h 123 Pa 81 %

RED+39 500 394 100 - 600 2,6 300 mm 1,7 m / s 480 m3/h 273 Pa 82 %

A

C

B

rSelect 7.2.0.13
10.24


