
Enthalpy heat exchanger RFK+ / RFC+

The RFK+ / RFC+ range is a fully enthalpy alternative to the counter flow heat exchangers REK+,  
offering up to 90 % sensible efficiency and very high latent efficiency thanks to innovative technology.  

Having identical dimensions, it is easy to interchange the aluminium and enthalpy heat exchanger in an air handling unit, 
without any adjustments. The RFK+ range offers excellent price-performance ratio.
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INNOVATIVE SOLUTION FOR YOUR UNIT
Sensible efficiency up to 90 %
Latent efficiency up to 75 %
100% tightness testing
High resistance to unbalanced pressure
High selective permeability
Minimizing condesation
Standard shape and dimensions 
Combi solution
Non-sticky material METALPIC
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Model
Dimensions [mm] Example performance at EN 308* Winter (06.09.24)

A B C Plate 
distance Width Air  

velocity Air flow Pressure 
drop

Sensible 
efficiency

Latent  
efficiency

RFK+16 366 366 100 - 750 2,8 300 mm 1,7 m / s 410 m3/h 188 Pa 77 %  57 %

RFK+17 397 172 150 - 1000 2,2 300 mm 1,7 m / s 185 m3/h 137 Pa 81 %  56 % 

RFK+23 455 230 150 - 1000 2,2 300 mm 1,7 m / s 260 m3/h 133 Pa 81 %  56 % 

RFC+27 496 271 150 - 1000 2,5 300 mm 1,7 m / s 320 m3/h 123 Pa 77 %  54 % 

RFC+31 537 312 150 - 1000 2,5 300 mm 1,7 m / s 370 m3/h 162 Pa 80 %  61 % 

RFC+39 619 394 150 - 1000 3,0 300 mm 2 m / s 580 m3/h 174 Pa 76 %  56 % 

RFC+53 758 533 150 - 1000 3,0 300 mm 2 m / s 820 m3/h 180 Pa 74 %  55 % 

RFC+67 899 674 150 - 1000 2,9 300 mm 2 m / s 1050 m3/h 215 Pa 74 %  59 % 

RFC+81 1040 815 150 - 1000 3,1 300 mm 2,3 1450 m3/h 252 Pa 74 %  57 % 

RFC+95 1182 957 150 - 1000 3,1 300 mm 2,3 m / s 1700 m3/h 242 Pa 77 %  57 % 

RFC+27-152-25
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* Outside:  -3 °C, RH – 90 % 
Inside: 25 °C, RH – 60 %


